
NRD28
REGIONAL DRIVE
The Navitrac NRD28 features an aggressive, open shoulder tread 
design which improves self-cleaning to deliver exceptional traction 
in mud and snow. Its staggered tread block pattern distributes 
load evenly to resist irregular wear. The NRD28 is ideally suited for 
regional and local highway and mixed service applications.

Features and Benefits:
• Open shoulder design delivers superior traction
• Staggered tread blocks resist irregular wear
• Deep tread depth for excellent tread life

Applications:
• Refuse Trucks
• Dump Trucks
• Regional Trucks
• Mixed Concrete Trucks
• Pick-up and Delivery Trucks
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PWKG-NRD28225195 225/70R19.5 G/14 128/126L 18 TL 6.75 32.2 8.9 3,970 3,750 110

PWKG-NRD28245195 245/70R19.5 H/16 135/133L 18 TL 7.50 33.3 9.8 4,805 4,540 120

PWKG-NRD2811225H 11R22.5 H/16 146/143M 26 TL 8.25 41.5 11.0 6,610 6,005 120

PWKG-NRD28295225 295/75R22.5 H/16 146/143L 26 TL 9.00 39.9 11.7 6,610 6,005 120

PWKG-NRD2811245H 11R24.5 H/16 149/146M 26 TL 8.25 43.5 11.0 7,160 6,610 120
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